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Axter provide detail drawings as

part of our technical design service.

Such drawings should only be used

as a guide during the design

process and should not be utilised

during construction. Axter accepts

no liability for misuse of this service.
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1

HYDROSOIL

®

 living roof system

2

CITYFLOR

®

 retaining angle

3 Ballast sterile area

4 CITYFLOR

®

 detail membrane

5

CITYFLOR

®

 underlayer

6

HYTHERM

®

 tapered / flat board

insulation (thickness to achieve design

U-Value and/or design fall)

7

CITYFLOR

®

 air and vapour control layer

(AVCL)

8

CITYFLOR

®

 retaining angle

9

AXTER inspection chamber

7

HYTHERM

®

 tapered / flat board

insulation (thickness to achieve design

U-Value and/or design fall)

8

CITYFLOR

®

 retaining angle

9

HYDROSOIL

®

 living roof system

10

Metal hard edge

11 CITYFLOR

®

 detail membrane

12

Timber hard edge

13

AXTER SF 110 parapet outlet - leaf

guard to suit with extension pipe as

required to suit parapet width -

dimension to be taken on site (90

downturn to hopper)

14

AXTRIM

®

 perimeter trim

15

Hopper

16

Tubular washer and mechanical

fastener (C) fixing

17

Concrete roof slab by specialist

contractor
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