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Vernis Seal primer (100 to 150 g/m?)

FORCE® 4000 DALLE

AXTER® inverted roof insulation system
to achieve the required design U-Value

AXTER® water reducing membrane

AXTER® inspection chamber

40mm - 60mm river washed gravel
ballast (no fines) minimum 85kg/m?

Rainwater down pipe of appropriate
diameter by specialist contractor
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AXTER® cylindrical ballast guard (height
subject to proposed insulation thickness)

AXTER® rainwater outlet of appropriate
diameter

Concrete roof slab by specialist
contractor laid to zero fall (roof with a
slope which lies between 0 and 1:80)

AXTER

e .0k At g,
infoarers coic West Rosd, Ransomes Eurapark,
01473 724058 psaich, Suflclk, 1P3 95X

Axter provide detail drawings as|
part of our technical design service.|
Such drawings should only be used|
as a guide during the design|
process and should not be utilised|
during construction. Axter accepts|
no liability for misuse of this service.

0 [
0000000 G 0B 000000

0000000000000
000000 C0C000000
0000000000000
0000000 00000000
2000000000000

0000000 00000000
000000 00000000
0000000000000
000000000 A0000
0000000000000
00000 0B 00AA000
0000000000000
00000 0B 000000
0000000000000
0000000 B 0000000
0000000000000
900000 C 0000000
0000000000000
0000000 C 0000000
2000000000000
00(700000000000000
Q

/ 4 4 4
— | | = < g 4
< 5 4
pa) 4 " < 4 <
a4
< 4 2 4
< a 2
EAA A < <
<
4 4 < <
4 4 AA <
4 < 44 2
4 < 2
a4 < A g 4

OUTLET DETAIL

CLIENT: N/A
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brRAWING : FORCE DALLE® TYPICAL AXTER
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